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Glass Accessories
Volumetric Flasks

Part No. Description OEM Ref

PSVOLFLK-05 500ml Volumetric Flask, Class A, Calibrated at 20°C –

PSVOLFLK-09 900ml Volumetric Flask, Class A, Calibrated at 20°C –

PSVOLFLK-1K 1000ml Volumetric Flask, Class A, Calibrated at 20°C –

PSVOLFLK-X5 500ml Volumetric Flask, Class A, Calibrated at 37°C –

PSVOLFLK-X9 900ml Volumetric Flask, Class A, Calibrated at 37°C –

PSVOLFLK-X1 1000ml Volumetric Flask, Class A, Calibrated at 37°C –

PSVOLFLK-05PSVOLFLK-X9PSVOLFLK-X1

Tapped Density
Part No. Description OEM Ref

PSGLA100-01
100ml Funnel Top Cylinder, Graduated, Hexagonal 
Base

52-5010

PSGLA1CA-01
100ml Funnel Top Cylinder, Graduated, Hexagonal 
Base, Class A, Calibrated at 20°C

–

PSGLA250-01
250ml Funnel Top Cylinder, Graduated, Hexagonal 
Base

52-5020 V

V

PSGLA1CA-01 PSGLA250-01PSGLA100-01

PSRBAASSY-01 PSRBAASSY-02 PSBRBSCRN-40

Rotating Bottle Apparatus
Part No. Description OEM Ref

PSR-
BAASSY-01

100ml Clear Glass Bottle and Cap, Viton Liner –

PSR-
BAASSY-02

100ml Clear Glass Bottle and Decant Cap, 40 Mesh 
Screen

–

PSRBSCRN-40 40 Mesh Screen for 100ml Decant Cap 32-1220

V

Misc Glass Accessories
Part No. Description OEM Ref

PSFLEAK-150 100ml Glass Fleaker –

PSFLEAK-300 300ml Glass Fleaker –

PSGLATUB-A/ 
25x150mm

50ml Amber Outer Media Tube for12 Valve APP 7 27-5160 V

PSGLATUB-A/25x150mm

PSFLEAK-150 PSFLEAK-300

www.dissolutionaccessories.com
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Intrinsic Dissolution

PSIDAPCH-01

PSIDADIE-01

PSIDAPRS-01PSIDAPLT-01

PSIDASNH-01

PSIDASET-01

(Set includes: PSIDADIE-01, PSIDAPCH-01, PSIDAPLT-01, PSIDASNH-01)

Intrinsic Dissolution Apparatus
Part No. Description OEM Ref

PSIDASET-01 Intrinsic Dissolution Apparatus Set
– 
95-590-201

PSIDADIE-01
8mm Intrinsic Die with Gasket, 316 Stainless 
Steel

12-4120 
95-590-204

PSIDAPCH-01 8mm Punch and Handle
12-4140 
95-590-203

PSIDAPLT-01 Surface Plate with Screws
12-4130 
95-590-205

PSIDAPRS-01 2 Ton Universal Intrinsic Press
– 
95-590-206

PSIDASNH-01 Shaft and Holder, 316 Stainless Steel
12-4150 
95-590-202

V
H

H

V
H
V
H

H
V
H

I

H = Hanson V = VanKel
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Disintegration

PSDISASY-06 / PSDISASY-P6

PSFDISK-VK

PSDISTUB-06

PSGLA905-DBPSGLA900-DB

PSDISTUB-P6

Disintegration Accessories
Part No. Description OEM Ref

PSDISASY-06
Basket Assembly with 6 Glass Tubes and 10 Mesh Stainless 
Steel Screens, for VanKel

37-2001

PSDISASY-P6
Basket Assembly with 6 Plastic Tubes and 10 Mesh Stainless 
Steel Screens, for VanKel

–

PSDISTUB-06 Glass Disintegration Tubes for 6 Tube Assembly 37-5000

PSDISTUB-P6 Plastic Disintegration Tubes for 6 Tube Assembly –

PSFDISK-VK Fluted Plastic Disc for 6 Tube Assembly 37-4000

PSGLA900-DB 900ml Disintegration Beaker, Flared Top 37-5200

PSGLA905-DB 900ml Disintegration Beaker, Flat Top 37-5305

VanKel

www.dissolutionaccessories.com
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Misc Accessories

PSPPTUBV-01

PSPPTUBV-02

PSPPTUBD-02

PSTAATUB-HP

PSTEFTUB-HP

PSTUBING

PSTEFTUB-8V

Tubing
Part No. Description OEM Ref

PSPPTUBV-01
Peristaltic Pump Tubing, Santoprene, Coded 
Purple & White (Set of 8)

17-6000

PSPPTUBV-02
Peristaltic Pump Tubing, Silicone, 
Coded Purple & White (Set of 8)

17-6010

PSPPTUBD-01
Peristaltic Pump Tubing, 
Santoprene (Set of 6)

5640-0337

PSTAATUB-HP
3 Collar Tygon Auto Analyser Tubing, 0.08” 
(2.06mm) ID (Set of 12)

5041-2166

PSTEFTUB-HP
FEP PTFE Tubing for HP 1/32” (0.8mm) ID x 1/16” 
(1.6mm) OD, 500’ (152m) Roll

–

PSTEFTUB-8V
Colour Coded Sample PTFE Tubing, 0.42” 
(10.67mm) ID x 0.066” (1.68mm) OD, 
8 Lengths of 50’ (15m)

17-6035

PSTUBING
Tygon Tubing, 1/16” (1.6mm) x 1/8” (3.2mm) 
(15m)

–

D

D

V

V

V

MISC

D = Distek V = VanKel
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PSPAP100-01 PSTPP100-01

Paper Rolls
Part No. Description OEM Ref

PSPAP100-01
Plain Paper Rolls for Report Center II,  
2.25” (57mm) Wide (Pack of 25)

12-9995

PSTPP100-01 Thermal Paper Rolls (Pack of 25) 12-9994 V

V

Glass Syringes
Part No. Description OEM Ref

PSSYR020-01 20cc Glass Syringe 12-3230 V
PSSYR020-01

Clear Bath Algaecide
Clear Bath is a liquid algae inhibitor for use with all types of 
dissolution bath. Using just 10-15 drops per gallon keeps a 
dissolution bath clean. One bottle will treat 1500 to 1900 litres of 
water.

Part No. Description OEM Ref

PS105540
Clear Bath Algaecide. 
230ml (8fl oz) Bottle

–
PS105540

Misc Accessories

AquaClear SF
AquaClear SF is a highly soluble preserving compound, 
whose properties are ideal for a broad spectrum of 
biological conditions that are involved in the decomposition 
of water. AquaClear SF is the only proven biocide solution to 
the tedious and expensive task of maintain optimum water 
bath integrity.

Used in the right concentration, it is highly effective 
against bacteria and fungi. It is also non- hazardous and 
its environmentally friendly formula does not require you 
to follow special disposal instructions. This formula has 
also been enhanced by the addition of special cleaning 
agents, that will contribute to make subsequent cleaning 
easier to perform by reducing the effect of microorganism 
build-up around the bath walls, as well as provide secondary 
protection to units with recirculating systems.

Part No. Description

PSAQUA-SF Tubes of 15gr, 10/PK

MISC

www.dissolutionaccessories.com
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Handbook of Dissolution Testing
An essential reference for any dissolution laboratory.
• information on USP, FDA, FIP, and international harmonization
• all information on special dosage forms 
• the latest on method development and method validation 
• �updates on controlling variables, the use of calibrator tablets, and solving practical problems 
• �updates on automation, validation, 21CFR11 and IQ/OQ/PQ requirements 

Dissolution Media Concentrates
Dissolution Accessories offers a complete line 
of Dissolution Media Concentrates. Diluting the 
concentrate by simply adding purified water, you 
will create “ready to use” dissolution media within 
a few minutes.

Our pre-mixed concentrates significantly reduce 
the amount of time and expenses required of 
preparing dissolution media. The preparation of 
dissolution media is a time consuming procedure 
on a daily basis; by using the dissolution media 
concentrates you will eliminate this by reducing 
the preparation time by up to 75%, so laboratory 
analysts/chemists can focus on performing more 
valued added activities.  

All dissolution media concentrates are available 
in convenient sizes, which can be used to produce 
6L, 10L or 25L dissolution media. This makes it the 
ideal solution for pharmaceutical research, formu-
lation and quality control laboratories.

The small bottle sizes will reduce storage space 
requirements and lowers freight charges.

All dissolution media concentrates are produced 
from raw materials in accordance with USP/EP/BP/
JP guidelines under validated processes. 
DA dissolution media concentrates are high quality 
products to deliver consistent and reproducibility 
results.

Dissolution Media Concentrates

Part No. Description OEM Ref

PSHANDB Handbook of Dissolution Testing, 3rd edition 91-030-000 H

Part No. Description

DMC020-06 Hydrochloric Acid 0.01N, dilute to 6L

DMC020-10 Hydrochloric Acid 0.01N, dilute to 10L

DMC020-25 Hydrochloric Acid 0.01N, dilute to 25L

DMC021-06 Hydrochloric Acid 0.1N, dilute to 6L

DMC021-10 Hydrochloric Acid 0.1N, dilute to 10L

DMC021-25 Hydrochloric Acid 0.1N, dilute to 25L

DMC022-06 Acetate Buffer pH 4.5, dilute to 6L

DMC022-10 Acetate Buffer pH 4.5, dilute to 10L

DMC022-25 Acetate Buffer pH 4.5, dilute to 25L

DMC023-06 Potassium Phosphate pH 5.8, dilute to 6L

DMC023-10 Potassium Phosphate pH 5.8, dilute to 10L

DMC023-25 Potassium Phosphate pH 5.8, dilute to 25L

DMC024-06 Potassium Phosphate pH 6.0, dilute to 6L

DMC024-10 Potassium Phosphate pH 6.0, dilute to 10L

DMC024-25 Potassium Phosphate pH 6.0, dilute to 25L

DMC025-06 Potassium Phosphate pH 6.8, dilute to 6L

DMC025-10 Potassium Phosphate pH 6.8, dilute to 10L

DMC025-25 Potassium Phosphate pH 6.8, dilute to 25L

DMC026-06 Potassium Phosphate pH 7.2, dilute to 6L

DMC026-10 Potassium Phosphate pH 7.2, dilute to 10L

DMC026-25 Potassium Phosphate pH 7.2, dilute to 25L

DMC027-06 Potassium Phosphate pH 7.4, dilute to 6L

DMC027-10 Potassium Phosphate pH 7.4, dilute to 10L

DMC027-25 Potassium Phosphate pH 7.4, dilute to 25L

DMC028-06 Potassium Phosphate pH 7.5, dilute to 6L

DMC028-10 Potassium Phosphate pH 7.5, dilute to 10L

DMC028-25 Potassium Phosphate pH 7.5, dilute to 25L

DMC029-06 Sodium Lauryl Sulfate 0.50%, dilute to 6L

DMC029-10 Sodium Lauryl Sulfate 0.50%, dilute to 10L

DMC030-06 Simulated Gastric Fluid (without enzyme), dilute to 6L

DMC030-10 Simulated Gastric Fluid (without enzyme), dilute to 10L

DMC030-25 Simulated Gastric Fluid (without enzyme), dilute to 25L

DMC031-06 Simulated Intestinal Fluid (without enzyme), dilute to 6L

DMC031-10 Simulated Intestinal Fluid (without enzyme), dilute to 10L

DMC031-25 Simulated Intestinal Fluid (without enzyme), dilute to 25L
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Vials & Caps
SNAP SEAL VIALS, 11mm Snap Top 12x32

Part No. Description Quantity

PS31811-1232 SNAP SEAL Vial 2.0ml clear 11mm snap top, 12x32, clear vial 100/pk

PS31811-1232V SNAP SEAL Vial 2.0ml clear 11mm snap top, 12x32, clear vial – VALUE PACK 1000/pk

PS31811-1232A SNAP SEAL Vial 2.0ml clear 11mm snap top, 12x32, amber vial 100/pk

PS31811-1232AV SNAP SEAL Vial 2.0ml clear 11mm snap top, 12x32, amber vial – VALUE PACK 1000/pk

PS31811M-1232 SNAP SEAL Vial 2.0ml clear 11mm snap top, 12x32, clear vial with marking spot 100/pk

PS31811M-1232V SNAP SEAL Vial 2.0ml clear 11mm snap top, 12x32, clear vial marking spot – VALUE PACK 1000/pk

PS31811M-1232A SNAP SEAL Vial 2.0ml clear 11mm snap top, 12x32, amber vial with marking spot 100/pk

PS31811M-1232AV SNAP SEAL Vial 2.0ml clear 11mm snap top, 12x32, amber vial with marking spot – VALUE PACK 1000/pk

PS31511SS-1232 SNAP SEAL Vial 1.5ml high recovery clear glass, 11mm snap top, 12x32 100/pk

PS30111F-1232 SNAP SEAL Micro Vial 100µl clear glass, 11mm snap top, 12x32 12/pk

SNAP SEAL Closures
Part No. Description Quantity

PS5210-11PP Polypropylene cap, 0.1mm PTFE 100/pk

PS5240-11PP Polypropylene cap, PTFE/rubber 100/pk

PS5270-11 Clear Cap, PTFE/silicone septa, pre-slit 100/pk

Screw thread vials, 8mm/425 thread, 12x32
Part No. Description Quantity

PS32008-1232 Vial 2.0ml clear glass, 12x32 100/pk

PS32008-1232V Vial 2.0ml clear glass, 12x32 – VALUE PACK 1000/pk

PS32008-1232A Vial 2.0ml amber glass, 12x32 100/pk

PS32008-1232AV Vial 2.0ml amber glass, 12x32 – VALUE PACK 1000/pk

PS32008M-1232 Vial 2.0ml clear glass, 12x32 with marking spot 100/pk

PS32008M-1232V Vial 2.0ml clear glass, 12x32 with marking spot  – VALUE PACK 1000/pk

PS32008M-1232A Vial 2.0ml amber glass, 12x32 with marking spot 100/pk

PS32008M-1232AV Vial 2.0ml amber glass, 12x32 with marking spot – VALUE PACK 1000/pk

PS30108-1232 100µl Solid glass vial with 8mm thread 12/pk

PS30108P-1232 100µl Polypropylene vial with 8mm thread 100/pk

8mm SEAL Closures for threaded vials
Part No. Description Quantity

PS5310-08 Black, Polypropylene open-hole cap 1000/pk

Septa for 8mm/425 closures
Part No. Description Quantity

PS610050-08 PTFE/Silicone septa 1000/pk

PS606070-08 Red PTFE/Silicone septa with pre-slit 1000/pk

www.dissolutionaccessories.com
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Limited Volume Inserts for crimp top & Screw thread vials
Part No. Description Quantity

PS4005BS-425 Glass insert with bottom spring, 50µl 100/pk

PS401F-529 Glass insert with plastic flange, 100µl 100/pk

PS401BS-530 Glass insert with bottom spring, 100µl 100/pk

PS4025-531 Glass insert flat bottom spring, 25µl 100/pk

PS401PBS-530 Polypropylene insert with bottom spring, 100µl 100/pk

Standard 11mm Crimp top vials 12x32
Part No. Description Quantity

PS32011-1232 Vial 2.0ml clear glass, 12x32 100/pk

PS32011-1232V Vial 2.0ml clear glass, 12x32 – VALUE PACK 1000/pk

PS32011-1232A Vial 2.0ml amber glass, 12x32 100/pk

PS32011-1232AV Vial 2.0ml amber glass, 12x32 – VALUE PACK 1000/pk

PS32011M-1232 Vial 2.0ml clear glass, 12x32 with marking spot 100/pk

PS32011M-1232V Vial 2.0ml clear glass, 12x32 with marking spot – VALUE PACK 1000/pk

PS32011M-1232A Vial 2.0ml amber glass, 12x32 with marking spot 100/pk

PS32011M-1232AV Vial 2.0ml amber glass, 12x32 with marking spot – VALUE PACK 1000/pk

PS30111-1232 Vial 100µl clear glass, 12x32 12/pk

11mm aluminium seals with septa
Part No. Description Quantity

PS5110-11 Silver seal with 0.1mm PTFE septa 1000/pk

PS5140-11 Silver seal with clear PTFE/rubber septa 1000/pk

Hand Crimping tool and Decappers
Part No. Description Quantity

PS9300-11 11mm hand crimping tool 1/pk

PS9310-11 11mm hand operated decapper 1/pk

Single Step Filter Vials
SINGLE StEP (patent pending) Filter 
Vials are simple replacements for HPLC 
Vials, HPLC Caps, Syringes, Needles, and 
Syringe Filters. Filter Vials are simple 
protection for HPLC, GC, GC/MS and LC/
MS systems. They minimize steps and 
loss of product. They are universal for all 
different types of autosamplers such as 
Agilent ® and Waters®. Filter Vials are a 
simple device that protects your expen-
sive machines in a SINGLE StEP. Filter 
Vials are easy to press and avoid syringe 
filter “explosions”.

Part No. Description Quantity

PS35540-200 Filter Vial 0.45μM PTFE, with Pre-Split Cap 200/pk

PS35540-500 Filter Vial 0.45μM PTFE, with Pre-Split Cap 500/pk
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Vision® Classic 6™

Vision® Elite 8™

Hanson has traditionally offered one dissolution tester 
with each product platform. With Vision®, Hanson is 
now offering two distinct choices. The Classic 6™ is 
a rugged 6-vessel workhorse, ideal for manual test 
routines, space-limited labs, and budget-minded 
programs. The Elite 8™ is an 8-vessel performance 
machine, built for automation and extended 
applications. Both units include PC and web-ready 
communications and can be serviced by autosamplers 
with fixed vessel-mount cannulas. The Elite 8 offers 
an automatic magazine option for inserting and 
withdrawing sample probes and digital temperature 
probes into the dissolution media.

Vision® Classic 6™ and Elite 8™ dissolution testers 
are built for easy laboratory setup, including factory 
mounted spindle shafts (6 & 8, for detachable USP 
paddles & baskets), and a rugged molded waterbath 
with Vision® heater circulator system. Order USP 
vessels, vessel covers, detachable USP paddles & 
baskets, and other accessory options separately 
“ala carte”. Vision equipment is 115/230V 50/60Hz 
compatible.

Vision® Classic 6™ & Elite 8™ Dissolution Testers

Dissolution Program

www.dissolutionaccessories.com
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SR8-Plus

Hanson model SR8-Plus (“Sustained Release”) 
Dissolution Test Stations provide state-of-the-art 
performance, meeting/exceeding all USP/FDA 
requirements and other international specifications for 
dissolution testing.

Each SR8-Plus Test Station includes: intuitive, 
interactive “virtual instrument” programming; 
Easy-Icon™ control pad, status lights and graphical 
display; “pop-up” menus and convenient help screens; 
program memory for 25 complete dissolution 
test protocols; password control for 21CFRPart11 
compliant firmware; programmable chime and alarm 

times; rear-mounted easy-access CPU with expansion 
slots; RS232 computer interface; optional printer for 
hardcopy test validation; programs for calibration and 
diagnostics; precision SR “Sustained Release” drive 
system mounted on EasiLift™; choice of six or eight 
operational drive spindles; hidden counterweight 
system; SR high performance, maintenance free 
motor; easy speed selection; programmable infinity 
test; molded PETG waterbath; easy temperature set 
with programmable morning wake-up; temperature 
probe for individual vessel validation; bath low-water 
fail-safe; thick, rugged powder-coated baseplate; self-
centering USP 1-liter vessel with rotary covers (six or 
eight).

SR8-Plus Dissolution Tester
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AutoPlus Syringe Autosampler
The Hanson Maximizer autosampling system, in 
combination with the Multifill fraction collector, 
is designed for maximum performance in dis-
solution testing. The AutoPlus includes precision 
syringe pump sampling with “virtual instrument” 
programming and graphical interface, all in one 
ergonomic, small-footprint package. The AutoPlus is 
an intelligent sampler with Easi-Icon programming, 
dissolution protocol templates, status screens with 
performance menus, user prompts and help screens 
that are ideal for training and quick set-up. The abil-
ity to change and save up to 25 protocols, easy-to-
use routines, password control for 21CFR11, built-in 
validation, calibration and diagnostics, plus unique 
advanced features are standard on all units.

The Maximizer is designed for extensive methods 
and applications, providing maximum versatil-
ity and throughput. It’s and ideal system for QC/
QA, formulations and R&D, including multi-bath 
routines up to 3 baths (also other commercial baths, 
besides Hanson baths), multiple standards, Teflon 
inert valves, media replace, off line dilutions and 
system rinse and wash.

On-line Dissolution testing with the 
Agilent 8453 spectrophotometer
Teamed with the Agilent 8453 UV-Visible spec-
trophotometer and the Chemstation, the Hanson 
AutoPlus™ anchors a complete on-line UV system 
solution. A special developed Hanson driver, added 
to the ChemStation™ analytical software, gives 
you unparalleled reporting features and on-line 
bath status. It is possible to measure eight samples 
simultaneously via a multicell changer. Up to three 
baths can be sampled and analysed on-line.

During the dissolution test you get a fully overview 
of the system and bath status and the progress of 
the dissolution process. The results are displayed 
graphically as profiles as well as numerically. A 
spectral window always shows all spectra of the last 
cycle.

Dissolution results are calculated in real-time and 
reported using a variety of options. The software 
compensates for volume changes caused for 
example by a pH change, sampling or evapora-
tion. Reports are based on a variety of predefined 
templates and include all GLP relevant information 
such as operator, date, calibration and dissolution 
bath results. 

The Agilent dissolution testing software features 
specific tools for dissolution testing to help to 
comply with GLP regulations such as user defined 
pre- and post- dissolution sequences.

AutoPlus Maximizer On-line UV dissolution testing

www.dissolutionaccessories.com
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On-line HPLC dissolution testing

For automated on-line dissolution sampling and analy-
sis one combination leads the industry: The Waters® 
Alliance™ HPLC Dissolution system with the Hanson 
SR8-Plus™ dissolution baths.

The Alliance Dissolution System directly transfers 
samples from single or dual dissolution baths (6 or 8 
vessel) to vials housed inside the Waters 2690D Sepa-
rations Module.

Integral to the 2690D Separations Module is a dissolu-
tion dispenser with 6 or 8-vessel sampling capability 
that accepts sample aliquots from most dissolution 
baths. The 2690D Separations Module, together with 
the Empower software, runs dissolution methods, 
downloading sampling times and sample aliquot 
volumes to the Waters Transfer Module (OEM from 

Hanson). Waters Transfer Module is driven by a step-
per motor, not pneumatics, enabling you to work 
with surfactant-containing media. Waters Transfer 
Module uses a microprocessor-controlled array of 
syringe pumps to take dissolution samples from 6 or 8 
vessels simultaneously and transfer the samples into 
vials housed in the 2690D Separations Module. Once 
the samples are in the vials, the 2690D Separations 
Module processes the samples until it is time to accept 
more dissolution samples.

When paired with a Hanson SR8-Plus Dissolution Bath, 
the 2690D Separations Module downloads dissolution 
methods (shaft speed, bath temperature and other 
parameters) directly to the SR8-Plus Bath. The Alliance 
Dissolution System can control and monitor the func-
tion of up to two Hanson SR8-Plus dissolution baths.

On-line Dissolution testing with the Waters Alliance HPLC
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Carl Zeiss MCS 600 Spectrometer System

Hellma Ultra-Mini Immersion Probe

Now there’s an easy way to bring the power, ac-
curacy and sheer speed of fibre optic technology to 
your dissolution research. The Fibre Optics Dissolu-
tion System is a complete package that provides 
immediate data points from all specimens for 
dissolution rate analysis. Ideal for formulations labs 
and method development teams investigating im-
mediate release products, this system includes the 
Hanson Vision series or SR8-Plus Dissolution Test 
Station, Zeiss UV/VIS Fibre Optic Analysis System 
with Hellma fibre probes, and a complete System 
Validation Package controlled by the ARGUS/Disso-
lution software. 

Fibre optic dissolution system

With a fibre optic dissolution system, the concen-
tration of dissolved constituent of each specimen 
is measured in situ, directly in the vessel. The light 
from the UV source (Zeiss MCS600) is coupled to 
optical fibres with the multiplexer (Hellma, Axiom). 
The fibres transfer the light from the source to the 
probes, which are immersed in the bath vessels 
(Hanson Vision series and SR8-Plus). The fibres used 
are made with a silica core and silica cladding spe-
cifically selected for transmission in the UV range.

The probes are specifically designed for dissolution 
measurements. They consist of the illumination fi-
bre from the source, the signal fibre to the detection 
system, a quartz focusing lens, and a back-surface 
mirror, housed in a slim stainless steel body.

How the System Works

Need help 
selecting 

the correct 
application? Email 

sales@dissolution
accessories.com

www.dissolutionaccessories.com
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ARGUS/Dissolution by Solvias is a revolutionary 
scientific dissolution data management software tool 
for instrument control and advanced data acquisition, 
management, processing and reporting – designed by 
users for users.

Whether you work with dissolution occasionally or 
on a daily basis, ARGUS/Dissolution will help you be 
productive in running tests and analyzing results.

ARGUS/Dissolution simplifies how you collect and 
report dissolution test results by letting you choose 
the analysis template that matches the way you work. 
Whether you are in a QC department concerned about 
data security, compliance and validation, or need 
maximum flexibility in the R&D area, ARGUS/Dissolu-
tion can help your lab perform more efficiently.

Intuitive wizards help anyone in your lab work better 
– your next dissolution test is running in just a few 
clicks.

It’s quick and easy to store and retrieve dissolution 
data using an embedded, relational database. 

Full-fledged spectroscopy supports noise reduction, 
turbidity compensation at a second wavelength or by 
second derivative.

Take advantage of more sophisticated calibration algo-
rithm even for multi component analysis with models 
created by CAMO ‘s The Unscrambler®.

Easily control spectrophotometers, baths and acces-
sories of the market leaders. 

Larger variety of system configurations are supported 
including offline sampling, online measurement, fiber 
optics and even multiple baths.

Scalable, modular architecture allows seamless growth 
from a single workstation to a dissolution laboratory 
network or even to an enterprise-wide system. 

Designed for a data-secured regulatory lab environ-
ment.

ARGUS/Dissolution allows you to multi-task without 
using multiple software packages. You can acquire 
data and control a variety of instruments, including 
baths, pumps, auto samplers and spectrophotometers. 
You can apply advanced calibration algorithm such as 
MCA and PLS with instant display of calculated data. 
You can deploy methods and report templates for 
common use.

ARGUS/Dissolution includes drivers for Hanson, Var-
ian, Distek, Sotax, ERWEKA and Pharmatest baths and 
autosamplers. Spectrophotometer drivers include 
models of Agilent, Beckman, Shimadzu, PerkinElmer, 
Thermo, Zeiss, AnalyticJena and Varian.

ARGUS Dissolution Software
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Media Mate Plus

Microette Plus

If you work in a busy dissolution lab that demands 
both speed and accuracy, we have got the perfect 
media-prep system for you. The Hanson Media-
Mate Plus™ delivers pre-heated, filters, deaerated, 
volumetrically dispensed media to six or seven dis-
solution flasks in less than five minutes. Built on a 
unique ergonomic cart, the Media-Mate Plus offers 
the maximum portability for easy servicing of many 
dissolution test stations.

Interchangeable pre-heat tanks accommodate 10-
40 L media and buffers with precision temperature 
control. Delivery volume is adjustable 250 to 1000 
ml in 50 ml increments (± 1% accuracy). Media 
deaeration is below 95% saturation when delivered 
to dissolution flasks (deaeration is achieved using 
thin film treatment in a vacuum). The convenient 
dispense bar fills 3+3, 4+2 or 4+3 flasks layouts.

Media Mate Plus

In vitro drug diffusion testing of the transfer rate across a membrane is a technology used for the study of skin 
transfer kinetics and to establish batch-to-batch uniformity of topical preparations. The procedure employs a 
diffusion cell that separates a donor compartment from a receptor compartment with a specified membrane. 
Complete turnkey systems for diffusion cell testing are available from Hanson Research including the Microette 
Plus, an automated sampling system.

Topical and Transdermal Diffusion Cell Systems

www.dissolutionaccessories.com
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Connectors� 30

Crimping Tool, Vials Caps� 53

Decapper, Vials Caps� 53

Depth Set Gauge� 41

	 Ball style� 41

	 VanKel style� 41

Disintegration� 48

Disk Filter� 24

Dissolution Software� 59

Dissolution Testers� 54, 55

Dissolved Oxygen Meter� 44

Filter Vials� 53

Filters� 24-29

	 Cannula� 24-27

	 Disks� 24

	 Syringe� 28, 29

	 Tips� 24-27

Glass Accessories� 46

Glass Fleaker� 46

Glass Syringe� 50

Felodipine Stat. Basket� 40

Fibre Optic Dissolution� 58

Fleaker, Glass� 46

Franz Diffusion Cell� 60

Funnel Top Cylinder� 46

Handbook of Dissolution� 51

Intrinsic Dissolution� 47

Japanese Ph. Sinker� 12

Level� 41

Luer Fittings� 30

Media Concentrates� 51

Media Prep System� 60

Online HPLC Dissolution� 57

Online UV/VIS Dissolution� 56

O-ring Sinker� 12

Paddles� 9, 10, 11

Paddle Height Spacer� 41

Paddle Holder� 11

Paddle Over Disk� 36

Paddle Spin Shafts� 8

Paper Rolls� 50

Peristaltic Pump Tubing� 49

pH Meter� 42, 43

Pronged Sinker� 12

Rotating Bottle Apparatus� 46

Rotating Cylinder� 37

Sampling Cannula� 30-35

Screens� 36, 39

Septa, Vials� 52, 53

Sinkers� 12-15

	 Basket� 12

	 Breath Film� 13 

	 Japanese� 12

	 O-ring� 12

	 Pronged� 12

	 Spiral� 13

	 Stainless Steel Wire� 13

	 Time Release� 13

Spin Shaft Accessories� 8

Spiral Sinker� 13

Stainless Steel Wire� 13

Stationary Basket Assy.� 5, 40

	 Felodipine Test� 40

Stationary Basket Spacer� 40, 41

Syringe Autosampler� 56

Syringe Filter� 28, 29

Syringe, Glass� 50

Tachometer, Optical� 41

Tapped Density� 46

Teflon Tubing� 49

Thermometer, Digital� 41

Tip Filter� 24-27

Time Release Sinker� 13

Transdermal� 36, 37, 60

Transdermal Patch Holder� 36

Transdermal Sandwich� 36

Transdermal Test System� 60

Tubing� 49

	 Peristaltic Pump� 49

	 Teflon (PTFE)� 49

	 Tygon� 49

Tygon Tubing� 49

Universal Intrinsic Press� 47

USP 1� 2, 3, 4, 5, 6, 54, 55

USP 2� 9, 10, 11, 54, 55

USP 3� 38, 39

USP 5 & 6� 36, 37

Validation Tool Kit� 41

Vessels� 16-20

Vessel Covers� 22, 23

Vessel Stand� 20

Vessel Centering Bracket� 19

Vessel Centering Gauge� 41

Vials� 52, 53

Vibration Meter� 41

Volumetric Flasks� 46

Water Bath Biocide� 50

Watch Glass Patch Holder� 36

Wobble Meter� 41
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Order online at:

ProSense B.V.
Bredaseweg 108a 

4902 NS Oosterhout, NL
Postbus 173 

4900 AD Oosterhout, NL
T. +31 (0)162 47 14 85 
F. +31 (0)162 47 14 86 

ProSense GmbH 
Aretinstraße 24

D-81545 München
Germany

T. +49 (0) 89 21025852
F. +49 (0) 89 21025851


